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YEAR:

DATE

RECORDING
TACH
TIME

TODAY’S
FLIGHT

TOTAL
TIME IN
SERVICE

Description of Inspections, Tests, Repairs and Alterations
Entries must be endorsed with Name, Rating and Certificate Number of Technician or Repair
Facility. (See back pages for other specific entries.)

|

|

This Engine was installed new on serial number

CC11-00154. It has been serviced with _ %5 quarts

of Phillips 66 Type X/C _7&.

Productiobﬁai nager

ineral Oil.
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VEAR: :Eggnome :32‘;‘_’;5 ;?J:tu Description of Inspections, Tests, Repairs and Alterations
Entries must be endorsed with Name, Rating and Certificate Number of Technician or Repair

TIME SERVICE »
Facility. (See back pages for other specific entries.)

N426CC Serial # 00058

T Date: 2-11-2011 Aircraft #

o Tach: 15 Total Time: 15 SMOH: NA

Comments:

Changed oil and cleaned screen. No abnormalities found. Serviced with 6 gts. Phillips 20w50 X/C, new oll
screen gasket and lock washers. Ran engine and checked for leaks, none found.

Prepared By:Steve Pierce : .

Certification #2852926 A&P




YEAR: RECORDING | TODAY’S TOTAI
TACH FLIGHT TIME |

TIME SERVI JACOBS AIRCRAFT COMPANY/ JACKSON, MS
DATE 531 TERMINAL DRIVE 39209 / 601-948-1601

N426CC 3-25-11 ENGINE LOGBOOK ENTRY TACH TIME 400

Engine ground run. Oil drained, Oil screen removed and inspected. No metal found, |

Oil screen cleaned and reinstalled with new crush gasket. Serviced with 6qts.
Phillips 20W50 X/C oil. All oil change service work done IAW Cub Crafters Maint.

Manual, Section 6.3.10, Para. 2.1. Engine washed and ground run, no leaks noted.

David Townes Cox .
A&P 2679578 e 4




YEAR:

DATE

RECORDING
TACH
TIME

TODAY’S
FLIGHT

TOTA
TIME

SERV JACOBS AIRCRAFT COMPANY/ JACKSON, MS
531 TERMINAL DRIVE 39209 / 601-948-1601

N426CC 6-9-11 ENGINE LOGBOOK ENTRY TACH TIME 076.8

Engine ground run. Oil drained, Oil screen removed, and inspected. No metal
found. Removed oil screen housing assembly and installed B&C Specialty P/N

BC700, S/N 70003111643, dated 03/11. Filter adapter was installed per Installation

Instructions BC-xx Rev D, 1-18-07. Serviced with 6qts. Phillips 20W50 oil. Engine
washed and ground run, no leaks noted.

David Townes Cox
A&P 2679578 N, - Z w G:




YEAR:

DATE

RECORDING
TACH
TIME

JACOBS AIRCRAFT COMPANY/ JACKSON, MS

531 TERMINAL DRIVE 39209/ 601-948-1601

N426CC 8-15-11 ENGINE LOGBOOK ENTRY TACH TIME 123.5

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No
metal found. New oil filter installed. Serviced with 6qts. Phillips 20W50 XC oil.
Added 80z Camguard Additive. Engine ground run, no leaks noted.

David Townes Cox
A&P 2679578

JACOBS AIRCRAFT COMPANY/ JACKSON, MS

Qul Z- &

531 TERMINAL DRIVE 39209 / 601-948-1601

—

ian or Repair

N426CC 11-18-11 ENGINE LOGBOOK ENTRY TACH TIME 139.3

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No
metal found. New oil filter installed. Serviced with 6qts. Phillips 20W50 oil.
Added 80z. Camguard. Engine washed and ground run, no leaks noted.

David Townes Cox
A&P 2679578

YA




VERRE | ma g e IenES Ior JACOBS AIRCRAFT COMPANY / JACKSON, MS.
TIME SER 530 TERMINAL DRIVE 39209 / 601 948 1601

DATE

N426CC ENGINE LOGBOOK ENTRY 4-13-12 TACH TIME 167.0
ENGINE TOTAL TIME IN SERVICE 167.0

Oil filter inspected, no metal found. New oil filter installed. Checked compression:

(1)79 /80 (2) 79/80 (3)76 /80 (4) 79/80. Serviced engine with 6qts. Phillips 20 W150
oil. Cleaned fuel screen in carburetor.. Inspected and checked gap of spark plugs.

Engine washed and ground run, operational check OK, no leaks noted.

I certify that this ENGINE has been inspected in accordance with an ANNUAL

CONDITION INSPECTION and found t:l:iph\ airworthy condition.

David Townes Cox IA 2679578 @

o




YEAR:

DATE

RECORDING
TACH
TIME

TODAY’S
FLIGHT

TG
Tl
SE

JACOBS AIRCRAFT COMPANY/JACKSON, MS
531 TERMINAL DRIVE 39209 / 601-948-1601

N426CC 6-1-12 ENGINE LOGBOOK ENTRY TACH TIME 0197.0

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No
metal found. New oil filter installed. Serviced with 6qts. Phillips 20W50 oil and
8ox of Cam Guard. Engine ground run, no leaks noted.

David Townes Cox E\) -
A&P 2679578 ‘J Z 7
JACOBS AIRCRAFT COMPANY/ JACKSON, MS
531 TERMINAL DRIVE 39209 / 601-948-1601

N426CC 7-27-11 ENGINE LOGBOOK ENTRY TACH TIME 236.6

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No
metal found. New oil filter installed. Serviced with 6qts. Phillips 20W50 XC oil.
Added 80z Camguard Additive. Engine ground run, no leaks noted.

David Townes Cox g ﬂ:l/! Z ;,. @
A&P 2679578 ]



YEAR:

DATE

RECORDING
TACH
TIME

TODAY’S TOTAL

FLIGHT

SERVI N426CC 1-8-13 ENGINE LOGBOOK ENTRY TACH TIME 287.3

SERVI

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No

metal found. New oil filter installed. Serviced with 6qts. Phillips 20W50 oil.
Engine washed and ground run, no leaks noted.

David Townes Cox <
A&P 2679578

N426CC ENGINE LOGBOOK ENTRY 2-15-2013 TACH TIME 291.6
ENGINE TOTAL TIME IN SERVICE 291.6

Oil and filter changed previous at 287.3 Checked compression: (1)73 /80 (2) 74/80

(3)74/80 (4) 76/80. Cleaned fuel screen in carburetor.. Inspected and checked gap of
spark plugs. Replaced engine air inlet filter. Engine washed and ground run,

operational check OK, no leaks noted.

I

certify that this ENGINE has been inspected in accordance with an ANNUAL

CONDITION INSPECTION and found to be in airworthy condition.




YEAR: RECORDING | TODAY’'S TOTAL
TACH FLIGHT TIME |
TIME SERVI(

DATE

N426CC 5-21-13 ENGINE LOGBOOK ENTRY TACH TIME 330.6

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No

metal found. New oil filter installed. Serviced with 6qts. Phillips 20-50 oil.

Engine washed and ground ryn, no leaks noted.
David Townes Cox M - Z -
A&P 2679578

N426CC 1-24-14 ENGINE LOGBOOK ENTRY TACH TIME 407.9

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No
metal found. New oil filter installed. Serviced with 6qts. Phillips 20-50 oil.

Engine washed and ground run, no leaks noted.

David Townes Cox . ;
A&P 2679578




YEAR:

DATE

RECORDING
TACH
TIME

TODAY'S
FLIGHT

N426CC ENGINE LOGBOOK ENTRY 3-3-2014 TACH TIME 415.4
ENGINE TOTAL TIME IN SERVICE 415.4

Oil and filter changed previous at 407.9 Checked compression: (1)78 /80 (2) 76/80
(3)74/80 (4) 79/80. Cleaned fuel screen in carburetor.. Inspected and checked gap of
spark plugs. Replaced engine air inlet filter. Engine washed and ground run,
operational check OK, no leaks noted.

I certify that this ENGINE has been inspected in accordance with an ANNUAL
CONDITION INSPECTION and found to,be in airworthy condition.

David Townes Cox [A 2679578




YEAR:

DATE

RECORDING
TACH
TIME

TOD
FLIC

N426CC 6-18-14 ENGINE LOGBOOK ENTRY TACH TIME 457.0

Engine ground run. Oil drained, Oil screen removed and inspected. No metal found.

Oil screen cleaned and reinstalled with new crush gasket. Serviced with 6qts.
Phillips 20W50 X/C oil. All oil change service work done IAW Cub Crafters Maint.
Manual, Section 6.3.10, Para. 2.1. Engine washed and ground run, no leaks noted.

David Townes Cox
A&P 2679578

Dl =Z_ 5

N426CC 9

David Townes Cox
A&P 2679578




YEAR:

DATE

RECORDING
TACH
TIME

TODAY’S TOTAL
FLIGHT TIME IN
SERVICE

Description of Inspections, Tests, Repairs and Alterations
Entries must be endorsed with Name, Rating and Certificate Number of Technician or Repair
Facility. (See back pages for other specific entries.)

N426CC ENGINE LOGBOOK ENTRY 2-27-2015 TACH TIME 554.7

ENGINE TOTAL TIME IN SERVICE 554.7

Oil filter inspected, no metal found. New oil filter installed. Checked compression:

(1)79 /80 (2) 78/80 (3)76 /80 (4) 78/80. Serviced engine with 6qts. Phillips

20 W50 oil. Inspected and checked gap of spark plugs. Replaced engine air inlet

filter. Engine washed and ground run, operational check OK, no leaks noted.

I certify that this ENGINE has been inspected in accordance with an ANNUAL

CONDITION INSPECTION and found to be in airworthy condition.

™ ~ _’-"—r- R 7
David Townes Cox 1A 2679578 4 o Z
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YEAR:

DATE

RECORDI
TACH
TIME

N426CC 06-15 ENGINE LOGBOOK ENTRY TACH TIME 593.0

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No
metal found. New oil filter installed. Serviced with 6qts. Phillips 20W50 XC oil
Engine ground run, no leaks noted.

David Townes Cox \
A&P 2679578 \) (/J E

“ N426CC 9-30-15 ENGINE LOGBOOK ENTRY TACH TIME 640.7

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No

metal found. New oil filter installed. Serviced with 6qts. Phillips 20W50 XC oil.
Engine ground run, no leaks noted.

David Townes Cox %@J
A&P 2679578 Z:



YEAR:

DATE

RECORDING
TACH
TIME

TODAY’
FLIGHT

N426CC ENGINE LOGBOOK ENTRY 2-23-2016 TACH TIME 664.0
ENGINE TOTAL TIME IN SERVICE 664.

Oil filter inspected, no metal found. New oil filter installed. Checked
compression:(1)79 /80 (2) 79/80 (3)78 /80 (4) 79/80. Serviced engine with 6qts.
Phillips 20 W50 oil. New spark plugs, P/N IK27 installed (CubCrafters P/N
SP55020-145). Replaced engine air inlet filter. Engine washed and ground run,

operational check OK, no leaks noted.

I certify that this ENGINE has been inspected in accordance with an ANNUAL
CONDITION INSPECTION and Qund to be in airworthy condition.

David Townes Cox IA 2679578 a-& = @

N426CC 6-9-2016ENGINE LOGBOOK ENTRY TACH TIME 709.3

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. Neo
metal found. New oil filter installed. Serviced with 7qts. Phillips
20W50 oil. Engine ground run, no leaks noted.

David Townes Cox Q G:A Z -
A&P 2679578 90




YEAR ' | ' ! - - fhf e alf hsacmnntinane Tacts, Repairs and Alterations T

te Number of Technician or Repgjr
- N426CC 8-31-2016 EN |
- GINE LOGBOOK ENTRY TACH TIME 739.2
Engine ground ryn. Oil drai.ned, Oil filter removed, cut open, and inspected. No —

— David Townes Cix ==
A&P 2679578 ) .

- N426CC ENGINE LOGBOOK ENTRY 3-17-2017 TACH TIME 789.3 -
ENGINE TOTAL TIME IN SERVICE 789.3

Oil filter inspected, no metal found. New oil filter installed. Checked

compression:(1)79 /80 (2) 79/80 (3)79 /80 (4) 79/80. Serviced engine with 6qts. —
Phillips 20 W50 oil. Spark plugs inspected and reinstalled Replaced engine air inlet
filter. Engine washed and ground run, operational check OK, no leaks noted.

I certify that this ENGINE has been inspected in accordance with an ANNUAL
CONDITION INSPECTION and found to be in airworthy condition.

David Townes Cox IA 2679578 u® W;X _Z‘,/ Zﬁ’

S S —— — ————— T — R ———— ——— — ——— — ————— —— - .




|

N426CC 6-7-2017 ENGINE LOGBOOK ENTRY TACH TIME 826.0

Engine ground run. Oil drained, Oil filter removed, cut open, and
inspected. No metal found. New oil filter installed. Serviced with
7qts. Phillips 20W50 XC oil. Engine ground run, no leaks noted.

David Townes Cox
A&P 2679578 % 0:-\ Z" @C

N426CC 8-28-17 ENGINE LOGBOOK ENTRY TACH TIME 869.

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No

metal found. New oil filter installed. Serviced with 7qts. Phillips 20W50 XC oil.

Engine ground run, no leaks noted.

David Townes Cox \ uug Z/ /
A&P 2679578 Z”\/

lons
2r of Technician or Repair




L ———

N426CC ENGINE LOGBOOK ENTRY 2-26-2018 TACH TIME 895.9

YEAR: ascgnome TODAY'S | TOTi ENGINE TOTAL TIME IN SERVICE 895.9 =
e FLIGHT | TIMY  Oil filter inspected, no metal found. New oil filter installed. Checked
DATE compression:(1)78 /80 (2) 76/80 (3)74 /80 (4) 74/80. Serviced engine with 7qts.

Phillips 20W50 oil. Spark plugs inspected. gapped, and reinstalled Engine washed -

and ground run, operational check OK, no leaks noted.

I certify that this ENGINE has been inspected in accordance with an ANNUAL -

CONDITION INSPECTION and found to be in airworthy condition.




YEAR: RECORDING | TODAY'S

TACH FLIGHT N426CC ENGINE LOGBOOK ENTRY 4-16-2018 TACH TIME 905.0 air

TIME

DATE

Replaced all engine cylinder gaskets and seals. 4ea. SP50208-001 intake pipe seal,
4ea. LW-12272, push rod retainer lock tab, 4ea. 71481 Lyc. Cylinder base seal, 8ea.

70310 Lyc. push rod seal, 4ea. RG75906 valve cover gaskets, 4ea. 77611 Lyc.

Exhaust gasket, 4ea. 69603 Lyc. intake pipe hoses and all new clamps, 8ea. LW-
18661 Lyc. push rod tube seal. Cylinders reinstalled at original positions. All fastener _

hardware installed and torqued per CC340 Rev B Engine Service Manual. Engine

baffles and shroud reinstalled. Engine washed and ground run. Operational check OK. ——
Outer cowling reinstalled. Aircraft returned to service.

David Townes Cox A&P 2679578 \I\) 5&-/’ n— —_— e

P (,QJ

) -




YEAR: RECORDING | TODAY'S
TACH FLIGHT

TIME N426CC ENGINE LOGBOOK ENTRY 5-28-2018 TACH TIME 913.1

DATE

#1 cylinder was removed to investigate high oil consumption. No discrepancies

found. Bore scoped other cylinders, found an area of #3 cylinder wall where plating
has flaked off. Installed new Titan complete cylinder assembly installed in #3

position, P/N TISN4.0X14CA, Serial Number AC17EB597.P/N AEL75413 piston,

5-1/8 Dia, 7.2:1 compression ratio, P/N CN203 Nickel Bore ring set.

New oil filter installed. Engine reassembly completed per CC340 REV B Engine

Service Manual. Engine washed and ground run, no leaks noted, operational check
OK. Cowl reinstalled, aircraft is approved for return to service.

David Townes Cox A&P 2679578 b ‘_j\ - Z ,
/

E',Y\G“\V\?r PP\F*LS' L’)QUG-\'\’T'AT Ae,ho S.'Po»f‘ powe.h




" YEAR:

DATE

RECORDING
TACH
TIME

T
Fl

N426CC 6-27-18 ENGINE LOGBOOK ENTRY TACH TIME 932.0

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No
metal found. New oil filter installed. Serviced with 7qts. Phillips 20W50 XC oil.
Engine ground run, no leaks noted.

David Townes Cox
A&P 2679578 Y Z, .
7

N426CC ENGINE LOGBOOK ENTRY 5-24-2019 TACH TIME 948.7
ENGINE TOTAL TIME IN SERVICE 948.7

Oil filter inspected, no metal found. New oil filter installed. Checked
compression:(1)77 /80 (2) 78/80 (3)76/80 (4) 77/80. Serviced engine with 6qts.
Phillips 20 W50 oil. Spark plugs replaced, installed P/N IK27 Iridium Replaced
engine air inlet filter. Engine washed and ground run, operational check OK, no leaks

noted.

I certify that this ENGINE has been inspected in accordance with an ANNUAL
CONDITION INSPECTION and d to be in airworthy condition.

David Townes Cox IA 2679578 0‘& :/:z




—e e ——— == —
Ll |- B N426CC 10-29-19 ENGINE LOGBOOK ENTRY TACH TIME 974.0 et
TIME
DATE Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No
metal found. New oil filter installed. Serviced with 7qts. Phillips 20W50 XC oil.
‘Engine ground run, no leaks noted. _

David Townes Cox . -
A&P 2679578 ' —_—

N426CC ENGINE LOGBOOK ENTRY 3-24-2020 TACH TIME 988.7
ENGINE TOTAL TIME IN SERVICE 988.7

Oil filter inspected, no metal found. New oil filter installed. Checked =

compression:(1)75 /80 (2) 77/80 (3)72/80 (4) 76/80. Serviced engine with 7qts.
Phillips 20 W50 oil. Spark plugs cleaned and gapped. Replaced engine air inlet filter,

P/N PC54108-001. Engine washed and ground run, operational check OK, no leaks -
noted.

I certify that this ENGINE has been inspected in accordance with an ANNUAL S

CONDITION INSPECTION and found to be in airworthy condition.

David Townes Cox 1A 2679578 &,:/I Z : @ —
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ENGINE TOTAL TIME IN SERVICE 1020.4

Oil filter inspected, no metal found. New oil filter installed. Checked

: (1)76 /80 (2) 76/80 (3)76/80 (4) 76/80. Serv
Phillips 20 W50 oil. Spark plugs replaced. Replaced engine air inlet filter. Engine

washed and ground run, operational check OK, no leaks noted.

N426CC ENGINE LOGBOOK ENTRY 5-27-2021 TACH TIME 1020.4
compression

I certify that this ENGINE has been inspected in accordance with an ANNUAL

CONDITION INSPECTION and found to be in airworthy condition.

RECORDI
TACH
TIME

Cor

N426CC 10-19--21 ENGINE LOGBOOK ENTRY TACH TIME 1042.8

d =

Engine ground run. Oil drained, Oil filter removed, cut open, and inspected. No

metal found. New oil filter installed. Serviced with 7qts. Phillips 20W350 XC oil.

Engine ground run, no leaks noted.

e s

=

David Townes Cox
A&P 2679578

YEAR:
DATE
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Repair

20W50 XC oil.

ENTRY TACH TIME 974.0
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David Townes Cox IA 2679578 %
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YEAR:

DATE

RECORDING
TACH
TIME

P - e =B W Dﬂl\ﬂ:'ﬁ 9!‘"" Alfﬂ!ﬂl’iﬂﬂg

navoar 3640°
Vixlnen {0 1Y 448
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N426CC ENGINE LOGBOOK ENTRY 06-3-22 TACH TIME 1049.4
TOTAL TIME IN SERVICE 1049.4

Oil filter inspected, no metal found. New oil filter installed. Checked
compression: (1) 76/80,(2) 74/80, (3) 76/80, (4) 78/80. Serviced engine
with 6qts Phillips 20W50 oil. Serviced sparkplugs. Replaced engine air

inlet filter. Engine washed and ground run, operational check OK, no
leaks noted.

I certify that this ENGINE has been inspected in accordance with an
ANNUAL CONDITION INSPECTION and was determined to be in
AIRWORTHY CONDITION,

David Townes Cox IA2679578» % / “' E @




" YEAR:

DATE

RECORDIN
TACH
TIME

navoar 364075
VAT A SDOAKIS:

s.\v}

N426CC ENGINE LOGBOOK ENTRY 06-3-23 TACH TIME 1049.4
TOTAL TIME IN SERVICE 1069.5

Oil filter inspected, no metal found. New oil filter installed. Checked
compression: (1) 75/80,(2) 76/80, (3) 74/80, (4) 76/80. Serviced engine with

6qts Phillips 20W50 oil. Serviced sparkplugs. Replaced engine air inlet filter. '

Engine washed and ground run, operational check OK, no leaks noted.

I certify that this ENGINE has been inspected in accordance with an
ANNUAL CONDITION INSPECTION and was determined to be in

AIRWORTHY CONDITION.

David Townes Cox [IA2679578

Ve Z. T

chnician or Repair




